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	Section 2: Offer Checklist
To assist offerors in preparation of proposals, the following checklist summarizes the documentation to include an offer in response to this RFQ:

□ Cover letter, signed by an authorized representative of the offeror (see Section 4 for template)

□ Official quotation, including specifications of offered equipment (see Section 3 for example format)

□ Federal Funding Accountability And Transparency Act (FFATA) Subaward Reporting Questionnaire, signed by an authorized representative of the offeror (see Section 5 for questionnaire)
□ Copy of offeror’s registration or business license (see Section 1.5 for more details)
Section 3: Specifications and Technical Requirements

Please see the table below.
Section 4: Offer Cover Letter
The following cover letter must be placed on letterhead and completed/ signed/ stamped by a representative authorized to sign on behalf of the offeror:

To: USAID Democratic Governance East Activity Program (DG-East) in Ukraine 
Reference:  RFQ № MAR-028-G-009-2020-3
To Whom It May Concern:

We, the undersigned, hereby provide the attached offer to perform all work required to complete the activities and requirements as described in the above-referenced RFQ. Please find our offer attached.

We hereby acknowledge and agree to all terms, conditions, special provisions, and instructions included in the above-referenced RFQ. We further certify that the below-named firm—as well as the firm’s principal officers and all commodities and services offered in response to this RFQ—are eligible to participate in this procurement under the terms of this solicitation and under USAID regulations.
Furthermore, we hereby certify that, to the best of our knowledge and belief:

· We have no close, familial, or financial relationships with any Chemonics or DG-East; project staff members;
· We have no close, familial, or financial relationships with any other offerors submitting proposals in response to the above-referenced RFQ; and
· The prices in our offer have been arrived at independently, without any consultation, communication, or agreement with any other offeror or competitor for the purpose of restricting competition.
· All information in our proposal and all supporting documentation is authentic and accurate.
· We understand and agree to Chemonics’ prohibitions against fraud, bribery, and kickbacks.

We hereby certify that the enclosed representations, certifications, and other statements are accurate, current, and complete.

Authorized Signature: 




Name and Title of Signatory: 



Date: 






Company Name: 




Company Address: 




Company Telephone and Website: 


Company Registration or Taxpayer ID Number:
Company DUNS #: 




Does the company have an active bank account (Yes/No)? 





Official name associated with bank account (for payment): 





Section 5: Federal Funding Accountability And Transparency Act (FFATA) Subaward Reporting Questionnaire
If the offeror is selected for an award valued at $30,000 or above, and is not exempted based on a negative response to Section 3(a) below, any first-tier subaward to the organization may be reported and made public through FSRS.gov in accordance with The Transparency Acts of 2006 and 2008. Therefore, in accordance with FAR 52.240-10 and 2CFR Part170, if the offeror positively certifies below in Sections 3.a and 3.b and negatively certifies in Sections 3.c and 3.d, the offeror will be required to disclose to Chemonics for reporting in accordance with the regulations, the names and total compensation of the organization’s five most highly compensated executives. By submitting this quotation, the offeror agrees to comply with this requirement as applicable if selected for a subaward.
In accordance with those Acts and to determine applicable reporting requirements, Company Name certifies as follows:

a) In the previous tax year, was your company’s gross income from all sources above $300,000?

 Yes  No     

b) In your business or organization's preceding completed fiscal year, did your business or organization (the legal entity to which the DUNS number belongs) receive (1) 80 percent or more of its annual gross revenues in U.S. federal contracts, subcontracts, loans, grants, subgrants, and/or cooperative agreements; and (2) $25,000,000 or more in annual gross revenues from U.S. federal contracts, subcontracts, loans, grants, subgrants, and/or cooperative agreements?: 

 Yes  No

c) Does the public have access to information about the compensation of the executives in your business or organization (the legal entity to which the DUNS number it provided belongs) through periodic reports filed under section 13(a) or 15(d) of the Securities Exchange Act of 1934 (15 U.S.C. 78m(a), 78o(d)) or section 6104 of the Internal Revenue Code of 1986? (FFATA § 2(b)(1)): 

 Yes  No 

d) Does your business or organization maintain an active registration in the System for Award Management (www.SAM.gov)?

 Yes  No     
I hereby certify that the above statements are true and accurate, to the best of my knowledge.

Authorized Signature: 





Name and Title of Signatory: 



Date: 






	


Розділ 3: Технічні характеристики та технічні вимоги/

 Section 3: Specifications and Technical Requirements
У таблиці нижче наведені технічні вимоги до товарів/ послуг. Учасники тендеру повинні подати пропозиції, що містять відповідну інформацію на фірмовому бланку або відповідно до офіційного формату пропозиції. Якщо це неможливо, учасники тендеру можуть заповнити Розділ 3 та подати його з підписом/печаткою до Кімонікс./
The table below contains the technical requirements of the commodities/ services. Offerors are requested to provide quotations containing the information below on official letterhead or official quotation format. In the event this is not possible, offerors may complete this Section 3 and submit a signed/ stamped version to Chemonics. 

































































































































                                                                                                                                                                                  Всі ціни в грн. без ПДВ/ All prices in UAH without VAT
Дщ
	Пункт/
Line Item 
	Опис та технічні характеристики / 

Description and Specifications
	Одиниця виміру/ 

UOM
	Кількість одиниць/

Quantity 
	Пропоновані елементи та технічні характеристики/ 

Items and Specifications Offered
	Ціна за од., грн./ Unit Price, UAH
	Всього, грн./ Total Price, UAH

	1
	Одяг для сцени згідно додатку 1 
	Stage dressing according to Annex 1

	Комплект / Set
	1
	
	
	

	2
	Механіка сцени згідно додатку 1
	Stage machinery according to Annex 1

	Комплект / Set
	1
	
	
	

	Разом, UAH/ Subtotal, грн.:
	

	Інші витрати (вкажіть:______________________)/ Other Costs (Describe:______________________):
	

	ВСЬОГО, грн. без ПДВ / GRAND TOTAL, UAH excluding VAT:
	


Delivery and installation time (after receipt of order) / Термін доставки та інсталяції (після отримання замовлення): ________ calendar days/ календарних днів

Length of warranty on offered equipment   / Термін дії гарантії на запропоноване обладнання: ________ years/років

Location of service center(s) for after-sales service, including warranty repair and troubleshooting lead time during warranty period / Розташування сервісного центру(ів) для після продажного обслуговування, у тому числі гарантійного ремонту та термін усунення несправностей під час гарантійного строку: ________________________

The prices quoted above remain fixed for the next sixty (60) days:/ Ціни надані зверху залишаються незмінними протягом наступних шістдесяти (60) днів:   _________Yes/ Так
           _________No/ Ні
ДОДАТОК 1 / ANNEX 1 
ТЕХНІЧНА СПЕЦИФИІКАЦІЯ НА МЕХАНІКУ ДЛЯ СЦЕНИ / TECHNICAL SPECIFICATIONS FOR STAGE MACHINERY
	№

п/п
	Назва
	Одинця

виміру
	Кількість
	Характеристики

	1. 
	Дорога для антрактно-розсувної завіси (АРЗ) - жорстка металоконструкція з рухомими по ній каретками на підшипниках, з електромеханічним приводом і автоматичним управлінням (пульт)
	компл.
	1
	Дорога для завіси (АРЗ, інтермедійної завіси або задника розсувного) з електромеханічним приводом - представляє собою конструкцію направляючих, виготовлених з металевого профілю, по яких рухаються ведучі та ведомі каретки. Каретки приводяться в рух металевим направляючим тросом. Трос запасовується через систему блоків і натяжних пристроїв на барабан електродвигуна, за допомогою якого система приводиться до руху. Управління приводом завіси виконується з пульта управління, індивідуального або іншого. Довжина дороги – 11 м.

	2. 
	Дорога для інтермедійної завіси - жорстка металоконструкція з рухомими по ній каретками на підшипниках, з електромеханічним приводом і автоматичним управлінням (пульт)
	компл.
	1
	

	3. 
	Дорога для задника жорстка металоконструкція з рухомими по ній каретками
	компл.
	1
	

	4. 
	Штанкетние підйоми, підйомно-опускні системи для одягу сцени і театральних декорацій.
	шт
	5
	Штанкетние підйоми – підйомно-опускна система, представляє собою металеву ферму (трилайт) підвішену на металевих тросах, запасованих через систему блоків і натяжних пристроїв на барабан електродвигуна. Система виконується без противоваги. Довжина софітної ферми – 11 м.

	5. 
	Софітні ферми, підйомно-опускні системи для установки і монтажу світлового обладнання і освітлювальних приладів.
	шт
	3
	Софітні ферми – підйомно-опускна система, представляє собою штанкет (труба алюмінієва,електрозварна Ф48х2,5) підвішена на металевих тросах, запасованих через систему блоків і натяжних пристроїв на барабан електродвигуна. Система виконується без противоваги. Довжина штанкету– 11 м.

	6. 
	Штанга для підвісу арлекіна
	шт
	1
	Труба сталева, електрозварна Ф48х2,5)підвішена на металевих кронштейнах

	7. 
	Базова платформа для механізмів

підйомно-опускних систем
	шт
	1
	Електродвигуни штанкетних та софітних підйомів встановлюються на загальній базовій платформі. Управління підйомно-опускними системами виконується з пульта управління, індивідуального або іншого.

	8. 
	Конструкція вузлів і деталей для

установки і монтажу підйомно-опускних і розсувних систем
	шт
	82
	Згідно проекту

	9. 
	Металокаркас для встановлення і монтажу несучих балок, або ферм, а також вузлів, або конструкцій підйомно-опускних систем світлодіодного екрана. (З урахуванням прив'язки за місцем іпосилення існуючих дерев'яних стійко- балкових конструкцій будівлі.
	шт
	1
	Труба профільна безшовна сталева 60х40х6, швеллер металевий 8-10 мм ст 3пс\сп5



	10. 
	Пульт управління
	шт
	1
	Пульт управління сценічним обладнанням і механізмами розсувних і підйомно-опускних систем.

	11. 
	Витратні матеріали
	
	
	Електроди,щітки, грунтовка та фарба по металу,абразивні матеріали ,відрізні круги по металу.

	12. 
	Конструкція металева для кріплення LED екрану  (підйомна)
	компл.
	1
	Конструкція металева для кріплення мультемедійного екрану з допустимим навантаженням до 1000 кг


	No.
	Title/Name
	Units
	Q-ty 
	Description

	1. 
	Guideway for a front curtain (FC) – a rigid metal framework with the carriages moving on it on bearings, with electoral and mechanical drive, and automatic control (panel control) 
	set
	1
	Guideway for a curtain (FC, intermedia curtain or expansible backcloth) with electrical and mechanical drive is a construction of directive channels made of rolled steel section, on which leading and following carriages move.  The carriages are driven by a metal guide cable. The cable is stored through a system of blocks and tensioners on the cylinder of the motor, by which the system is driven. Control of the curtain drive is performed from the control panel, individual or other. The length of the road is 11 m.

	2. 
	Guideway for an intermedia curtain – a rigid metal framework with the carriages moving on it on bearings, with electric and mechanical drive, and automatic control (panel control)  
	set
	1
	

	3. 
	Guideway for a backcloth – a rigid metal framework with the carriages moving on it 
	set
	1
	

	4. 
	Flying bars, lifting and down taking systems for the stage dressing and theatrical decorations. 
	pcs
	5
	Flying bars is a lifting and down taking system which is a steel truss (trilait) hanging on steel ropes, stored through the system of blocks and tensioners on the cylinder of the motor. The system is performed without the counterbalance. The length of the light boards truss is 11 m. 

	5. 
	Light boards truss, lifting and down taking systems for installation and assembling of illuminating and lightning equipment 
	pcs
	3
	Light boards truss is a lighting and down taking system which is a flying bar (aluminum pipe, electric-welded pipe diameter 48*2,5) hanging on steel ropes, stored through the system of blocks and tensioners on the cylinder of the motor. The system is performed without the counterbalance. The length of the flying bar is 11 m. 

	6. 
	Suspension rail for harlequin 
	pcs
	1
	Steel pipe, electric-welded pipe (diameter 48*2,5) hanging on metal fixing racks

	7. 
	Basic platform for mechanism of lifting and down taking systems 

	pcs
	1
	Electric motors of flying bars and light boards elevators is installed on general basic platform. The control of lifting and down taking systems is done from the control panel, individual or other.

	8. 
	Attach structure and fittings for installation and assembling of lifting and down taking systems, and expansion systems 

	pcs
	82
	According to the project

	9. 
	Steel framework for installation and assembling of supporting girders or trusses, also, multiple joints or constructions of lifting and down taking systems of the LED screen. (Including the hanging at place and enforcement of the current wood rack and balcony constructions of the building. 
	pcs
	1
	Shaped steel joint-free pipe 60х40х6, steel channel bar 8-10 mm ст 3пс\сп5


	10. 
	Control panel
	pcs
	1
	Control panel for stage equipment and mechanisms of expansion and lifting and down taking systems.

 

	11. 
	Wear parts
	
	
	Electrodes, brushes, primer, paint for metal, abrasives, cut-off circles for metal 


	12. 
	Metal construction for attaching LED screen (lifting) 
	set
	1
	Metal construction for attaching multimedia screen with the accepted loading up to 1000 kg


ТЕХНІЧНА СПЕЦИФИІКАЦІЯ НА ОДЯГ ДЛЯ СЦЕНИ / TECHNICAL SPECIFICATIONS FOR STAGE DRESSING
	№ п/п
	Назва
	Одинця

виміру
	Кількість
	Характеристики

	1.
	Антрактно-розсувний завіс (АРЗ) з оксамиту, бордового кольору, драпірований в складку на підкладці, складається з двох частин
	компл.
	1
	Завіса виготовлена з оксамиту Альміра щільність 300 гр/м2, бордового кольору, розмір 10м на 6,5м =65 м2, навантаження зборки 1:2,5, ширина склад 20 см,кріплення на в'язках з плоского шнура 1 см, через 30 см

	2.
	Арлекін фігурний з декором, бордового кольору, з оксамиту, драпірований в складку на підкладці
	шт.
	1
	Арлекін виготовлено з оксамиту Альміра щільність 300 гр/м2, бордового кольору, складається з фігурних елементів свагів та кокелье з декором золотого кольору, кріплення на в'язках з плоского шнура 1 см, через 25 см розмір 9 м на 1,2 м

	3.
	Лаштунки з портьєрної тканини,

бежевого кольору, драпіровані в складку на підкладці
	шт.
	4
	Завіса виготовлена з портьєрної тканини, бежевого кольору, щільність 280 гр/м2, розмір 12м на 6,5м =78 м2, зборки 1:2,5,ширина склад 20 см, кріплення на в'язках з плоского шнура 1 см, через 30 см підклад виготовлений зі смесової тканини щільністю 250 гр/м2

	4.
	Падуги з портьєрної тканини, бежевого кольору, драпіровані в складку на підкладці
	шт.
	2
	Завіса виготовлена з портьєрної тканини, бежевого кольору, щільність 280 гр/м2, розмір 12 м на 6,5 м =78 м2, зборки 1:2,5,ширина склад 20 см, кріплення на в'язках з плоского шнура 1 см ,через 30 см підклад виготовлений зі смесової тканини щільністю 250 гр/м2

	5.
	Задник з портьєрної тканини, бежевого кольору, драпіровані в складку на підкладці
	компл.
	1
	Завіса виготовлена з портьєрної тканини, бежевого кольору, щільність 280 гр/м2, розмір 12 м на 6,5 м =78 м2, зборки 1:2,5, ширина склад 20 см, кріплення на в'язках з плоского шнура 1 см ,через 30 см підклад виготовлений зі смесової тканини щільністю 250 гр/м2

	6.
	Задник з шифону за типом «Француз»
	компл.
	1
	Задник драпірований, на підкладці, 11м на 6м =66 м2 кріплення на в'язках з плоского шнура 1 см,

	7.
	Завіса інтермедійна з орнаментом, з портьєрної тканини, бежевого кольору, драпірована в складку на підкладці
	шт.
	1
	Завіса комбінована виготовлена з портьєрної тканини, бежевого кольору, щільність 300 гр/м2, з декоративними вставками розмір 12 м на 6,5 м =78 м2, кріплення на в'язках з плоского шнура 1 см, через 30 см підклад виготовлений зі смесової тканини щільністю 250 гр/м2

	8.
	Лаштунки з портьєрної тканини, чорного кольору, гладкі, на підкладці
	шт.
	4
	Завіса виготовлена з оксамиту Bibtex щільність 300 гр/м2, чорного кольору, розмір 2м на 6,5 м =13 м2,без склад, кріплення на в'язках з плоского шнура 1 см ,через 30 см підклад виготовлений зі смесової тканини щільністю 250 гр/м2

	9.
	Падуги з портьєрної тканини, чорного кольору, гладкі, на підкладці
	шт.
	2
	Падуга виготовлена з оксамиту Bibtex щільність 300 гр/м2, чорного кольору, розмір 12м на 1.2м =14.4 м2,без склад ,кріплення на в'язках з плоского шнура 1 см ,через 30 см підклад виготовлений зі смесової тканини щільністю 250 гр/м2

	10.
	Задник з портьєрної тканини, чорного кольору, гладкий, на підкладці
	компл.
	1
	Задник виготовлений з оксамиту Bibtex щільність 300 гр/м2, чорного кольору, розмір 12 м на 6,5 м =78 м2,без склад, кріплення на в'язках з плоского шнура 1 см, через 30 см підклад виготовлений зі смесової тканини щільністю 250 гр/м2


	No.
	Title/Name
	Units
	Q-ty 
	Description

	1.
	Front curtain (FC) from the velvet of burgundy color, draped in the fold on the lining, consists of two parts 
	set
	1
	FC made of velvet Almira, density 300gr/m2, burgundy color, size 10m*6,5m =65 m2, set load demand 1:2,5, width of fold 20 sm, fastening on ties from the flat braid 1 sm, each 30 sm

	2.
	Harlequin figured decorated, burgundy color, velvet, draped in the fold on the lining 
	pcs
	1
	Harlequin made of velvet Almira, density 300 gr/m2, burgundy color, consisting of figured elements of swags and cockles decorated in gold color, fastening on ties from the flat braid 1 sm, each 25 sm, size 9 m at 1,2 m

	3.
	Backstage from curtain fabric, beige color, draped in folds on the lining 

	pcs  
	4
	Backstage is made of curtain fabric, beige color, density 280 gr/m2, size 12m*6,5m =78 m2, folds 1:2,5, width of folds 20 sm, fastening on ties from the flat braid 1 sm, each 30 sm, lining made of mixed fabric density 250 gr/m2

	4.
	Curtains from curtain fabric, beige color, draped in folds on the lining 

	pcs
	2
	Curtain is made of curtain fabric, beige color, density 280 gr/m2, size 12m*6,5m =78 m2, folds 1:2,5, width of folds 20 sm, fastening on ties from the flat braid 1 sm, each 30 sm, lining made of mixed fabric density 250 gr/m2


	5.
	Backcloth from curtain fabric, beige color, draped in folds on the lining 

	set
	1
	Curtain is made of curtain fabric, beige color, density 280 gr/m2, size 12m*6,5m =78 m2, folds 1:2,5, width of folds 20 sm, fastening on ties from the flat braid 1 sm, each 30 sm, lining made of mixed fabric density 250 gr/m2


	6.
	Chiffon backcloth type “French” 
	set
	1
	Backcloth draped with the lining, 11m*6m =66 m2, fastening in ties from the flat braid 1 sm 

	7.
	Intermediate curtain with ornament, from curtain fabric, beige color, draped in folds on the lining 
	pcs
	1
	Combined curtain is made of curtain fabric, beige color, density 300 gr/m2, with decorative ornaments, size 12m*6,5m =78 m2, fastening on ties from the flat braid 1 sm, each 30 sm, lining made of mixed fabric density 250 gr/m2


	8.
	Backstage of curtain fabric, black color, smooth, with the lining
	pcs
	4
	Curtain is made of velvet Bibtex, density 300 gr/m2, black color, size 2m*6,5m =13 m2, without folds, fastening on ties from the flat braid 1 sm, each 30 sm, lining made of mixed fabric density 250 gr/m2


	9.
	Curtains of curtain fabric, black color, smooth, with the lining 

	pcs
	2
	Curtain is made of velvet Bibtex, density 300 gr/m2, black color, size 12m*1,2m =14,4 m2, without folds, fastening on ties from the flat braid 1 sm, each 30 sm, lining made of mixed fabric density 250 gr/m2


	10.
	Backcloth of curtain fabric, black color, smooth, with the lining 

	set
	1
	Backcloth is made of velvet Bibtex, density 300 gr/m2, black color, size 12m*6,5m =78 m2, without folds, fastening on ties from the flat braid 1 sm, each 30 sm, lining made of mixed fabric density 250 gr/m2
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